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Step by Step instructions refurbishing for residential and commercial 

areas, suitable for professionals only 

(Example Company Dr. Schutz) 

 

1. Agents that are applied to the surface immediately after installation to slow down wear or 

preserve the appearance for longer. Dr. Schutz protection refers to an additional -top seal 

as permanent protection for resilient floor coverings. 

 

In the commercial sector: 

 

- Heavily used areas such as shops, offices, administration, hotels, restaurants: 

PU seal 

Gloss level: glossy, semi-matt, extra matt or ultra matt 

Slip resistance class R 9 

This gives the floor covering surface, among other things, high long-term protection against 

wear and abrasion, very high chemical resistance, even easier maintenance cleaning and joint 

sealing. 

 

Alternative: 

Virobac seal 

Gloss level: semi-matt and extra matt 

Slip resistance class R 9 

Properties as described above, but Virobac also has antibacterial and antiviral effects for a 

period of at least 5 years. If necessary, the slip resistance class can be increased to R10 and 

R11 using additional special additives.  

 

- Health sector, KKH, retirement home, doctor's office: 

In these areas, hygiene, resistance to hand and surface disinfectants, joint sealing and 

durability are particularly important therefore the primary recommendation is: 

Virobac seal 

Gloss level: semi-matt and extra matt 

Alternatively: PU seal 

 

- Areas with the use of stainants substances (e.g. hairdresser, laboratory) or plasticizers 

(e.g. car dealership): 

PU Anticolor 

Gloss level: semi-gloss, semi-matt or extra matt 

Slip resistance class R 9 

This gives the floor covering surface, high long-term protection against wear and abrasion, 

very high resistance to dyes and plasticizers, even easier maintenance cleaning and joint 

sealing. If necessary, the slip resistance class can be increased to R10 and R11 using 

additional special additives.  
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In the private sector: 

 

As a rule, an additional -top seal is only necessary in cases of heavy traffic or special hygienic 

requirements with Virobac seal or alternatively PU seal. Due to the product properties, care 

with a polymer dispersion, such as our full care matt, leads to a shinier surface, which cannot 

be compared with the resistance and longevity of a PU sealing. In addition, these polymer 

dispersions are temporary coatings that must be removed and reapplied periodically. 

 

If the floor covering shows signs of wear in the form of walkways and/or major signs of wear 

(e.g. in the area of the office chairs), the room must be completely renovated. After appropriate 

preparatory work, this is conducted with the PU systems mentioned above, depending on the 

type of use. 

 

The PU systems are applied by professionals e.g. floor layers, painters and building cleaners. 

If the user wants to freshen up the floor themselves in the private area, they can do this with 

the “full care matt” product after appropriate preparatory work. 

As mentioned above, the coated floor may appear shinier than the original floor, but it will have 

a uniform appearance and slip resistant surface. 

 

- Other systems:  

Scratch Fix Floor Repair Set 

For the partial renovation of scratches and whitening on resilient floor coverings. 

Includes the PU Repair Spray for renovating finer surface scratches and the PU Repair Pen 

for repairing deeper scratches as well as a complete accessory package for processing. 


